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Brochure Combair V400 UH

Energy efficiency class

Selected product

- Article no.: 2205300000

- EAN code: 7614816182022

- Type: CH4H-22053

- Installation in floor unit

- Standard width: 60 cm

- Standard height: 60 cm

- Short model

- Front design: Nero

- Handle: Nero

- Cooking space: Emaille

- Drawer: Without appliance drawer
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Details Combair V400 UH

Design

- Type: CH4H-22053

- Installation in floor unit

- Standard width: 60 cm

- Standard height: 60 cm

- Short model

- Front design: Nero

- Handle: Nero

- Cooking space: Emaille

- Drawer: Without appliance drawer

Dimensions

- Niche height min.: 600 mm

- Max. niche height: 604 mm

- Niche width min.: 560 mm

- Max. niche width: 568 mm

- Niche depth min.: 550 mm

- Appliance height: 595 mm

- Max. appliance height: 595 mm

- Appliance width: 594 mm

- Appliance depth: 567 mm

- Depth of appliance when door is open: 1040 mm

- Declared weight: 35.8 kg

Display and operation

- Display: Control panel with LED display

- Controls: dial

- Lighting technology: Halogen

- Number of light sources: 1

Energy

- Output - standby off: 0.8 W

- Operating voltage: 400 V

- Energy efficiency class: A+

- Energy consumption - conventional cooking: 0.94 kWh

- Energy consumption - convection/hot air cooking: 0.69 
kWh

- Type of connection (1): 400 V 3N~

- Type of connection (2): 400 V 3N~

- Frequency (1): 50/60 HZ

- Nominal power, oven: 3.4 kW

- Connected loads (1): 11.2 kW

- Fuse protection (1): 16 A

- Fuse protection (2): 16 A

- Fuse protection (3): 16 A

Features

- Number of insertion levels: 5

- Installation in floor unit

- Acoustic signals

- SoftClose

- Time of day display

- Panel height: 96 mm

- Cooking space volume: 71 l

- Max. temperature setting with top/bottom heat: 275 °C

- Max. temperature setting with forced convection/hot air: 
275 °C

- Number of controllable cooking zones: 4

- Operation of cooking zones: Dial
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Oven features

- Number of insertion levels: 5

- Installation in floor unit

- Acoustic signals

- SoftClose

- Time of day display

- Panel height: 96 mm

- Cooking space volume: 71 l

- Max. temperature setting with top/bottom heat: 275 °C

- Max. temperature setting with forced convection/hot air: 
275 °C

Functions

- Grill

- Convection grill

- Hot air

- Hot air Eco programme

- Top/bottom heat

- Bottom heat

- PizzaPlus

- Fast heating

Service and interfaces

- Spare parts availability: 15 years
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